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ROPOSED PCC PAVEMENT

[TUMINOUS _TA [_NO

PRIOR TO THE PLACEMENT OF THE PROPOSED 402 "POROUS FRICTION
COURSE", THE AREA TO BE OVERLAID WITH THE POROUS FRICTION COURSE
WILL BE SPRAYED WITH AN APPLICATION OF A BITUMINOUS TACK COAT. AN
APPLICATION RATE OF 0.25 GALLONS PER SQUARE YARD WAS USED FOR
CALCULATING THE QUANTITY OF TACK COAT FOR THIS APPLICATION. THE
EXACT AMOUNT OF BITUMINOUS TACK COAT TO BE USED SHALL BE
DETERMINED BY THE RESIDENT ENGINEER AT THE TIME OF CONSTRUCTION.

THIS ITEM OF WORK SHALL BE PAID FOR UNDER ITEM:
ARE03510 "BITUMINOUS TACK COAT” ~ PER GAL.
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METHOD 1, SUPERPAVE

THE BITUMINOUS SURFACE COURSE (401) SHALL BE PLACED IN
ACCORDANCE WITH ITEM AR401003 "BITUMINOUS SURFACE COURSE~METHOD
1, SUPERPAVE™ AS STATED ON PAGE 273 OF THE INTERIM REVISIONS TO
THE SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS,
ADOPTED MAY 11, 2007.

THIS ITEM OF WORK SHALL CONSIST OF CONSTRUCTING ONE LIFT OF
BITUMINOUS SURFACE COURSE (1-1/2 INCH DEPTH) ON THE PROPOSED
POROUS FRICTION COURSE PAVEMENT.
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